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“Made in Italy”
“made in sim2”

The “Made in Italy” mark represents the production quality, the creativity and the style for which Italy 
is famous all over the world. SIM2 is an Italian company that wears its “Made in Italy” mark with pride. 
For fifteen years the company has designed and manufactured videoprojectors and displays that 
are truly deserving of this world-recognized symbol of excellence. Choosing a SIM2 product means 
experiencing a wealth of positive emotions, whilst enjoying your favorite visual entertainment, it also 
means enjoying superior technology, functionality, versatility and reliability.
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DISPLAY
Technology: 3 x selected 0.95” DC4 DMDs 
Resolution: Full-HD - 1920 x 1080 pixels
Light engine: new 
Light source: high power UHP lamp
3D features and TripleFlash technology (144Hz)
SIM2’s PureAction 2D/3D & PureMovie 2D technology
SIM2 DynamicBlack™ Technology enhanced solution
SIM2 Motorized Sliding Filter (SFS): DCI-like and standard HDTV (Rec. 
709) color reproduction filters
Contrast ratio (Full ON/OFF): >50,000:1 with DynamicBlack™ technology 
(2D mode)
Brightness (2): up to 5,000 Ansi Lumens (in 2D mode)
 
 
LENS OPTIONS
Lens T1:  1.37-1.66:1
Lens T2: 1.82-2.48:1 
Lens T3: 2.6-3.9:1
 
 
INPUTS/OUTPUTS
2x HDMI (v.1.4 with Deep Color)
1x Composite Video (RCA)
1x Graphic RGBHV (D-sub HD15 pins)
1x RS-232 (D-sub 9 pins)
1x USB (A type) socket for USB to Wi-Fi adapter
1x LAN (RJ45 ethernet port)
3D Sync Out
3x 12V 100mA output
 
 

GENERAL SPECIFICATIONS
Projector weight: 11 kg. / 24.3 lbs
Projector dimensions (WxHxD): 459 x 210 x 455 mm (18.1” x 8.3” x 17.9”)
Projector shipping weight:  19 Kg. / 41.9 lbs.
Projector packaging dimensions (WxHxD): 710 x 490 x 610   
(28” x 19.3” x 24”)

 
(2) ANSI Lumens specification: This is the typical projector brightness specification 
found in most sales literature. This measurement allows for direct comparison with 
other manufacturer’s projectors. Measurements are taken in a totally dark test room 
with brand new lamp at full power, lamp’s native white color temperature, internal test 
pattern (full white) and in compliance with ANSI IT7.228-1997 specification.




